
Media, Ink and File Requirements For
Xerox iGen3, Xerox Nuvera and Kodak Digimaster

  At Admail West, we believe our customers should receive the highest level of satisfaction from their digital 
print vendor. In order to give you the best printing quality, we use high end, high speed imaging technology 
from industry leaders like Xerox and Kodak. To ensure the success of your printing project, we have supplied 
a set of guidelines to assist you in purchasing paper with proper paper handling characteristics. Following 
these basic parameters will help achieve the best print quality. If at any time you have any questions about 
your paper and ink choice please don’t hesitate to call your senior project manager.

Four color digital Press - Xerox iGen3

Media There are very few limits to paper choices on the iGen3. If you need specialty pre-perfed or pre-glued papers there is 
an extensive range that is available for you to choose from.  For the best results in color use a bright, true white, smooth and/or 
coated paper. If you want to use a recycled stock the higher the quality the better the print quality will be. If you intend to print 
on both sides of your paper try and choose a paper with a high opacity. Please call your senior project manager for more detailed 
information.

Inks     To withstand the high heat, high quality laser compatible inks are recommended.  Avoid preprinted sheets that were 
dried with off set drying powder.

     Measurement                       Minimum                                Maximum

Size in inches                         10” X 10”    14.33” X 22.5”

Size in Millimeters                    254mm X 254mm                   364mm X 572mm

Paper Size Range - Xerox iGen3

   Measurement                       Minimum                                Maximum
Weight in Pounds                    16 pound bond           130 pound cover
                                            45 pound uncoated text
                                              60 pound coated text
Weight in gsm                              60 gsm bond                              350 gsm
                                            67 gsm uncoated offset
                                                   90 gsm coated

Paper Weight Range - Xerox iGen3

Stock Type

Stocks that can be run on the iGen3

Bond
Bristol
Cover weight coated and uncoated
Drilled paper
Index
Label Stock

perforated and scored paper
preprinted
recycled
synthetic papers and plastics
text weight coated and uncoated
tabs

     Measurement                       Minimum                                Maximum

Size in inches  (X)                      5.5” X 8.5”                 12” X 18.5”

Size in inches  (K)                         7” X 8.5”                 14” X 17”

Paper Size Range - Xerox Nuvera and Kodak Digimaster

   Measurement                       Minimum                                Maximum
Weight in Pounds                    16 pound bond             80 pound cover
                                            40 pound uncouted text              110 pound Index
                                             100 pound coated text
Weight in gsm                              56 gsm bond                              220 gsm
 per meter Squared              56 gsm uncoated offset
                                              140 gsm C2S coated
                                              160 gsm C1S coated
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Black and White Laser - Xerox Nuvera and Kodak Digimaster

Media  The best results are achieved by using a high quality Xerographic paper, also known as photocopy or laser paper. It is 
usually made from 95% chemical wood pulp, with a smooth surface and controlled moisture content. Media should be of the 
long grain variety. Avoid the use of textured or embossed papers, since these surfaces may cause degradation of the printed 
image and can cause damage to the fuser assemblies in some printers. Paper that is coated, conductive, or contains talc is not 
acceptable. Although recycled paper is usable, we prefer to avoid using it in our high-speed Xerox printers. For those who wish to 
use recycled paper, we require recycled xerographic or copy grade paper, made for use in high-speed copiers/printers. Recycled 
papers that typically perform well have a 50 percent total recycled fiber content and may have 10% post-consumer fiber.

Inks      High-speed laser printers subject media to temperatures that can exceed 600o F and 140 psi at the fuser assembly. Printer 
inks that can withstand these high temperatures and pressures are essential. Use of high quality laser compatible inks, specially 
formulated for use on paper that will pass through laser printers should be used. Failure to use high temperature inks can cause 
quality degradation and damage to the fuser assemblies.  Inks that contain rubber and wax, and coldset inks should not be used, 
they can cause printer contamination, smearing and smudging.  Please be sure and let your printer know that this media will be 
used in a high-speed laser printer.

  If you are unsure of whether you have chosen the right paper and ink please feel free to call your senior project manager to 
discuss your choices in greater detail.
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